
Product & Safety Features:

 n A pivoting basket that allows for easy loading and unloading

n Larger size basket accommodates frame scaffold

n A hand held pendant with emergency shut-off button

n Limit switches detect when hoist is in safe operating condition

n Each 5 ft. mast section weighs just 73 lbs. and is easily installed 
with four bolts

n Emergency upper and lower limit devices.  A separate  
emergency over-speed brake 

n The brake system allows no free-falling

n Manual brake release lever in case of power loss

n Mounting clamps available for attaching to scaffolding or 
anchoring to building

n Optional wheels and truck loading device for easy transport

n Removable controller for easier service

n Plug-on drywall cart available

n Optional roof enclosure available

n Optional VFD controller available which allows system to 
operate on 230 V/1phase and provide soft start/stop

M
A

X
 C

L
IM

B
E

R
 1

0
0

0 
rac




k
 &

 pi
n

io
n

 M
a

t
erial





 H

o
is

t
 S

y
s

t
em



Max climber 1000 
Rack & pinion material hoist system

For more than 20 years, Beta Max has provided safe, reliable material 

and passenger lifting solutions to the construction, maintenance and 

restoration industries.
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Capacity  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                       1,000 lbs.

Maximum Anchored Height  . . . . . . . . . . . . . . . . . . . . . . . . .                         400 ft.

Anchoring Distance  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                 20 ft.

Climbing speed  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                80 ft./min.

Base System Footprint . . . . . . . . . . . . . . . . . . . . . . . .                        64 in. x 64 in.

Three Phase Voltage  . . . . . . . . . . . . . . . . . . . . . . . . . . .                          230 V/60 Hz
(Optional Variable Frequency Drive available upon request)

P.O. Box 2750 • Melbourne, FL 32902-2750
TF 800-233-5112 • Ph 321-727-3737 • Fx 321-768-9517 • www.betamaxhoist.com

All Beta Max Hoist Systems meet or exceed  ANSI & OSHA specifications.

Max climber 1000 
HOIST SPECIFICATIONS

MAX CLIMBER 1000 - 1000.03

Rack & Pinion Hoist in action.  90°rotated Rack & Pinion Material Hoist 
in unloading position.
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The pivoting basket allows for easy 
loading and unloading of materials. 

Rack & Pinion Material Hoist in  
loading position.
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