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Max. Capacity  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                   3300 lbs. Net Payload
Basket Dimensions . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                 Standard 59" x 86"
Basket Extensions to  . . . . . . . . . . . . . . . . . . . . . . . . . .                          59" x 126" or 59" x 165"
Anchoring Distance  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                       every 40 ft.
Operating Speed . . . . . . . . . . . . . . . . . . . . .                     2 speed motor at 35 fpm or 70 fpm
Power Requirements  . . . . . . . . . . . . . . . . . . . . . . . . . . . .                             400 V/3 phase/50amps
Motor Capacity . . . . . . . . . . . . . . . . . .                   2 ea. - 5.5 - 7.5 kW motors on 2 speeds

All Beta Max Hoist Systems meet or exceed  ANSI & OSHA specifications.

Max climber 3300
Hoist Specifications

Optional self-lubricating rack system 
available with low grease indicator light.

The platform is equipped with loading and unloading ramps and 
in the image above, the loading ramp is shown fitted on the front 
vs. the end. 

Hoist is pictured at right with an integrated installation platform. 

Top right the unloading ramp and safety bar is shown.
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